
 
 

Tube Pro Inc. Snow Tube Quick Link Instructions 
 

Tube Links allow for tubes to be linked together and the links must be assembled with covers before inner tube 
inflation.  To prevent added stress on sew lines, tube links are inserted through an additional hole punched in the plastic 
bottom during manufacturing. Insert one of the nylon webbing loop/link through the 1” (2.5 cm) slot of the first tube 
cover, located at the end between the narrower spaced handles. Next, insert the second nylon webbing loop/link through 
the 1” (2.5 cm) slot of the second tube, located at the end between the wider spaced handles. Hook both loop ends of  
the first tube cover on the open stainless steel link. Hook the loops of the second tube cover on the other end of the 
stainless steel link. Screw and securely close the stainless steel link. See below for tube link assembly images. 
 
The stainless steel Tube Link has a pull strength of 3500 lbs (1591 kg). Links can be secured with a wrench then easily 
removed when tubes need to be separated.  
 
Read warning label on product prior to using. 

International Safety Alert Warning Descriptions 

 
This is the safety alert symbol. It is used to alert you to potential personal injury hazards.  
Obey all safety messages on product that display this symbol to avoid possible injury or 
death. 

WARNING 
WARNING indicates a potentially hazardous situation which, if not avoided, could result 
in death or serious injury. 

______________________________________________________________________________________ 

Have fun and be careful.         Tube Pro Inc. Made in Canada 

 

 

 


